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Per manent Cl osure of Monitoring Wells. Any ground-water nonitoring
well that is to be permanently renoved from service will be
conpletely filled in such a manner as to prevent vertical novenent
of water within the borehole as well as preventing the annul ar
space surrounding the well casing from becomng a conduit for

possi bl e contam nati on of the groundwater., The well closure wl|
be acconplished under the direct supervision of a currently
licensed water well driller who shall be responsible for

verification of procedures and materials used.

Mat eri al s. The following nmaterials may be used for permnent
cl osure of ground-water nonitoring wells:

1. Neat cenment conform ng to ASTM standard C150 of sufficient
wei ght (not less than 15 I bs/gallon) to prevent the flow of
any water into the hole fromany aquifer penetrated.

2. Cenent grout consisting of equal parts of cenment conformngto
ASTM st andard C150 and sand/ aggregate with no nore than 6
gal l ons of water per sack of cenent.

3. Bent oni t e- based products specifically designed for pernmanent
well closure, which are mxed and placed according to
manuf acturer's recommended procedures (i.e. Plug-Cel, Shur-
Gel, etc.).

4, The liquid phase of the closure fluid shall be non-saline

wat er containing no chemcals or toxic materials or other
subst ances whi ch may deconpose or possibly contam nate the
gr oundwat er .

Pl acenent of WMaterials.

Neat Cenent and Grout. Neat Cenent and Grout shall be introduced
at the bottomof the well and placed progressively upward to the
top of the well. Sealing material shall be placed by the use of a
grout pipe, treame line or dunp bailer in order to avoid
segregation or dilution of the materials.

Bent oni t e- based Products. Bentonite-based products shall be m xed
and pl aced according to the manufacturer's recomended procedures.

Term nation of Casing. The casings of wells to be cl osed shall be
severed a mninmum of 2 feet below the natural ground surface
adj acent to the well or at the collar of the hole, whichever is the
| ower el evation. A mnimmof 2 feet of conpacted native materi al
shal | be placed above the cl osed well upon conpletion.

Report of Closure. Wthin 30 days of the conpletion of the well
closure procedures, a report wll be submtted to the state
engi neer by the licenseddriller giving datarelatingtothe well's



closure. The report will be nmade on forns furnished by the state
engi neer and shall contain such i nformation as he/ she may require,
i ncluding, but not limted to the foll ow ng:

1.

N o g~ e DN

Name of |icensed driller or other person(s) performng cl osure
procedures.

Name of well owner at the time of closure.

Address or |ocation of well by section, township and range.
Closure materials, equipnent, and procedures used.

Water right or file nunber covering the well.

Fi nal disposition of the well.

Dat e of conpletion.



